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Abstract: In this paper, the motion of non-uniformly prestressed tapered beams with exponentially varying thickness resting on Vlasov
foundation under variable harmonic load moving with constant velocity is investigated. The governing equation is a fourth order partial
differential equation. The solution technique is based on the method of Galerkin with series representation of Heaviside function, Struble's
asymptotic method and Laplace transformation technique in conjunction with convolution theory. The result shows that, an increase in the
values of the structural parameters such as foundation stiffnesses, axial force, moment of inertia of the beam and exponential factor reduces
the response amplitude of the beam for the dynamic problem. Furthermore, it is found that the moving force solution is not always an upper
bound for the accurate solution for the non-uniformly prestressed tapered beams.
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1. Introduction

Studies in structural dynamics dealing with moving loads on
elastic structures are enormous and have been enriched in the
last few decades by the development of high-speed railway
networks, elevated roadways, highway bridges especially
cable-stayed and suspension bridges etc., in the developed
and developing countries. The fundamental problems have
been the increasing high speeds and weights of the vehicles,
which this structure carries. In particular, Krylov [1] first
studied the dynamic response of a simply supported beam,
traversed by a constant force moving at a uniform speed. His
results were obtained using the method of Eigen-functions.
He assumed that the mass of the load is smaller than that of
the beam. Later, Timoshenko [2] used energy methods to
obtained solution in series form for simply supported finite
beam on an elastic foundation subjected to time dependent
point loads moving with uniform velocities across the beam.
Kenny [3] similarly investigated the dynamic response of
infinite beams on an elastic foundation under the influence of
loads moving at constant speeds. He included the effects of
viscous damping in the governing differential equation of
motion. Steel [4] also investigated the response of a finite
simply supported Bernoulli-Euler beam to a unit force
moving at a uniform velocity. He analyzed the effects of this
moving force on beams with and without an elastic
foundation using a considerable simpler vector formulation
with a Laplace rather than Fourier transformation. In a much
later development Oni, [5] considered the problem of a
harmonic time-variable concentrated force moving at a
uniform velocity over a finite deep beam. The methods of
integral transformations were used. Series solution, which
converges, was obtained for the deflection of simply
supported beams and analyzed for various speeds of load.
Just as for elastic beams, many authors have tackled the
problem of dynamic response of an elastic plate to moving
loads when the mass effect of the moving load is neglected.
The study of non-uniformly prestressed tapered beams with
exponentially varying thickness resting on Vlasov foundation
under variable harmonic load moving with constant velocity

forms a very important structural element in engineering
design and construction. It has also become the objective of
various researchers in the field of Applied Mathematics. In
general, problems of this type are mathematically complex if
analytical approach is used. Thus, most of the research works
available in the Literature are those in which Numerical
technique is used. This is due to great amount of
computational labour, which is required to both set up and
solve the necessary equations. A major break-through in this
field of research is the work of Timoshenko [2] who gave
impetus to research work in this area of study. The analysis
of the dynamic response of a simple beam continuously
supported by a viscoelastic foundation to a moving load,
moving at variable speed was considered. The analysis
reveals several resonance conditions depending on the
viscoelasticity of the foundation. In addition, a theory for the
response to an arbitrary number of concentrated moving
masses of a rectangular plate continuously supported by an
elastic Pasternak type foundation was developed [6]. It was
found that the critical speeds of the system increased with
increase in the values of the foundation moduli whether the
inertia of the moving load is considered or not. The
displacement response of a simply supported non-uniform
beam resting on an elastic foundation to several moving load
was later taken up, and concluded that the maximum
transverse deflection of the beam is always greater than the
displacement of the moving mass [7]. A modification of the
asymptotic method was used to simplify the resulting
sequence of differential equation [8]. Sayad et al. Study
vibration analyses of a tapered beam with exponentially
varying thickness resting on Winkler foundation using the
differential transform method [9]. It is well known that in the
dynamical system like this, analytical are desirable as a
method of solution, as there often shed light on vital
information about the vibrating system. Thus, this paper
studied the dynamic response of non-uniformly prestressed
tapered beams with exponentially varying thickness resting
on Vlasov foundation under variable harmonic load using
analytical approach. Several numerical examples will also be
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presented. It is assumed that the speed at which the load
traverses the structural element is constant.

2. Mathematical Model

2.1 Vibration equation

The problem of moving harmonic time-variable load on
simply supported tapered beams with exponentially varying
thickness of finite length L resting on Vlasov foundation
shown in fig. 1 is given as

aaz2 [EI( )62V(x ) _i NGO + K] aV(;; t)l
0%V (x t)
+ A(x) +K,V(x,t) = f(x, ) €))

Where x (0 < x < L) is the distance along the beam; t is the
time; 1(x) is the moment of inertia of the beam cross section
at a distance x; p is the mass density per unit volume; E is
beam modulus elasticity; A(x) is the cross sectional area of
the beam at a distance x; V(x,t) is the beam lateral
displacement; N(x) is the external axial load acting on the
beam cross section at a distance x; K; and K, are the
foundation stiffnesses per unit length of the beam in the
Vlasov model soil.

v T K,

Fig. 1: Geometry of a tapered beam with exponentially
varying thickness on Vlasov foundation.

For a constant E and a variable cross section with respect to
the horizontal axes (x), as shown in fig.1 we can expand Eq.
(1) to obtains

0*V(x,t) 0I(x) 03V (x,t) 0%1(x) 9%V (x,t)
EIx) ox* + a2y ox 66x3 axzv 0x?
IV )+K2]ﬂ——[1v( )+ ke 0
o) ix )+ K,V (x,0) = fx,0) )

Since the breadth and depth of the beam i.e. b and a are
b = b, and a = 2a,e?*, respectively. One can obtains

1 2
A(x) = ba = 2bya,e%%; 1(x) = 15 ba® = 5 bya,*e>?
©)

Where ¢ is a factor to show the exponential rate of the beam.
Substituting Eq. (3) into (2), yields

03V (x,t
+4Eb ao3<pe3¢”‘%

e V(D)
aVatZ
SN + K] 5 a

YKV (x,t) = f(x £) (4)

Furthermore, we adopt example of the work of Kien [10] to
define the prestressed parameter in (4) with constant axial
force N, at the left end of the beam as

3N,L?
T 2Ebyay3e3¢*

N(x) =12 =

EI(x) (5)
However, it is assumed that the load moves at a constant
velocity (c), keep contact with the beam continually before
arriving at the other end support and it is harmonic time-
variable load. Hence, taking also cognizance both the
gravitational and inertia load, externally applied moving load
f(x, t) is defined as

flx,t) =
2V (x,t) 8%V (x,0)
_ __ H(x=ct) at2 dxadt
Mgcoswt |H(x — ct) — ——— 2 02V(x,t) O
ot?

Where M is the mass of the moving load, w is circular
frequency of the harmonic load and g is the acceleration due
to gravity.

For simply supported tapered beam of finite length L, the
boundary conditions may be described mathematically as
V(,t) =V(L,t)=0; V"(0,t)= V"(Lt)=0 @)
The tapered beam is considered to be initially at rest. Hence
the corresponding initial boundary conditions is

V(x,0) =V(x,0) =0 (8)

In view of Egs. (5) and (6), after some simplification and
rearrangement, Eq. (4) becomes

0%V Ea,’e®*9*V  2Ea,’pe’** 0’V

e’ g + 3p  ox* * P 9x3
3Ea o2p?ed®* 9%y (3N,L%e ‘3‘Px+ K, \o*
p x2 \4Eb,2a,*p = 2b,a,p) dx?
9pN,L?e~39* 9V K,V Mcoswt
3 - H(x — ct)
4Eb,"a,*p Ox  2b,a,p  2Zbya,p
0%V o 2%V N ,0%V Mgcosth( D=0
3tz T “oxac ¢ ez )T 2bgap YT

)]
3. Method of Solution

3.1 Galerkin's method

To solve the dynamic problem (9), we shall use the versatile
solution technique called Galerkin's method, which often
uses to solve diverse problems in dynamic of structure. Thus,
we use the Galerkin's method described in Oni and Awodola
[11] to reduce the fourth order partial differential equation to
a sequence of fourth order ordinary differential equation.
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Thus a solution of the form

N
V0= ) Zn@Un() (10)
m=1

Is sought, U, (x) is chosen as a suitable kernel of the
Galerkin's method in (9) such that the boundary conditions
given are satisfied. Therefore substituting eq. (10) into (9),
one obtains

N

Z%W%m%w

m=1
Ea,%e39* . 2Ea,*@e39*

U iv + U "
[—3p m () — 5  Um (x)
3Ea,2@p?e3%*
LMD

<3N0Lze‘3‘px K,

+
4Eb,%a,tp = 2b,a.p
9pN,L?e3¢*

K,

4Eb02a04 2bo Aop
Mcoswt .
H(x — ct)[Un () Zp (6) + 2¢Uy," (0) Z, (£)

+ 2b,a,p
+ U 0Z (t)] Mgcoswt
€m0 2b,a,p

) Up"" (x)

Up'(x) + m(x)] Zy (2)

H(x—ct) = O} 11

In order to determine an expression for Z, (1), it is required
that the expression on the left hand side of (11) is orthogonal
to the function Uy (x). Thus, we have

Ry (1, k) Zn (t) + Ro (M, k) Z (1)

Mcoswt

T [R3(m k) Z,, (t)+2cR,(m, k) Z,, (t)

+ 21:(0 K)Z(6)] = IS0t ¢ k) 12
C 5 m, m - Zboaop 6 mr ( )

Where
L

R,(m, k) = je‘/’xUm(x)Uk (x)dx

0
Rz(m,k)=51+52 +S3_S4_Ss+56 +S7

L
Ea,? e i
3p e U, (x)Uy (x)dx

S, = e39*U,,"" (x)U, (x)dx

0 L
2Ea02¢f
0
3E 2,,2 L
a
, =2 [ e, (U ()dx
0
L
3N0L2 f —3<PxU Il( )U ( )d
— e X x)dx
4Eb02a04p0 " g
L

fU ")U, (x)dx

4‘=

K,
2b,a,p

Ss =

L
99N, 12 f
S =———"— | e 3¢*y_"(x)U, (x)dx
6 4Eb02a04p m ( ) k( )
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L

K fUm(x)Uk (x)dx
0

%5 = 2byapp
L
Ry(m, k) = f H(x — ct)Uy, () U, (x)dox

0
L

Ry(m, k) = f H(x — ct) Uy, GO U,, (x)dxc

0
L

Rs(m, k) = fH(x —ct) Uy, " (x)Uy (x)dx
0

L

Re(m, k) = fH(x —ct) Uy (x)dx (13)
0
In view of boundary condition, U,,,(x) is chosen as
. /mux
Up (x) = sin (T) (14)

Furthermore, using the property of the Heaviside function, it
can be expressed in series form given by [3]

(15)

1 1w sin(2n + 1) n(x — ct)
HG—et)=g+2) 1

Therefore using eq. (15), R;(m, k), R,(m, k) andRs(m, k)
Becomes

I 1w cos(2n + 1) mct
Ry(m, k) ="+ EZ mr1l

1c

Z sin(2n + 1) et
2n+1

cos(2n + 1) et
Ry(m,Jo) = 5 _Z il

Z sin(2n + 1) mct
2n+1

2c

z cos(2n + 1) mct

Rs(m, k)__ 2n+1

3b

sin(2n + 1) mct
B ‘Z 1 e (16)

Where

L L

ha = [ Un@U G Lo = [ U/ GO G

0 0
L

o = [ U U G)dx

0
L

I, = fsin(Zn + 1) U,,,(x)U (x)dx
0
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L
f cos(2n + 1) U, (x)U,, (x)dx

0
L

f sin(2n + 1) Uy, (U, (x)dx

0
L

L, = fcos(Zn + 1)U, () U (x)dx

0
L

Ly

Ly = fsin(Zn + 1) Uy () Uy (x)dx
0

L
Ly = fcos(Zn + 1) Up," () U (x)dx
0

(17)

Substituting eqgs. (14), (16) and (17) into the coefficients of
eq. (12), after evaluating the integrals in (13) and rearranging
eqg. (12), one obtains

Zm(@) + a?Z,,(t) + g,coswt X

L Lo 1 i cos(2n + 1) mct
Ri(mk)||[4 = 2n+1 1b
sin(2n + 1) mct .,
- _Z 2n+1 I”]Zm(t)
2 L, 1 Z cos(Zn + 1) mct
‘172 n+1 2
Z sin(2n + 1) nctI 7
e | Zn(®
I 1 cos(Zn + 1) et
2(Ba, N TP
e 4’*n2§ m+1
n=0
Z sin(2n + 1) nctl 7
n4+1 3c m( )
=P coswt[cos@t — Ry] (18)
Where
P Ralmi) L Mol e
R,(m,k)’ ° 2b,a,pR,(m, k)’ L
R, =(-1D% ¢, = M (18.1)
k= P 8o 2b,a,pL '

Equation (18) is now the fundamental equation governing the
dynamic problem of non-uniformly prestressed tapered beam
with exponentially varying thickness resting on Vlasov
foundation under variable harmonic load. It follows that two
special cases of (18) arise, namely 'moving force' and
'moving mass' problems.

3.2 Non-uniformly  Prestressed Beam
Traversed by Moving Force

Tapered

In this section, an approximate model of the differential
equation describing the response of the elastic structure is
obtained by neglecting the inertial terms i.e. £, = 0.

Thus, eq. (18) is of the form

NF 1JARP

(19)

Zn(8) + s Zp (t) = Pycoswt[cosOt — Ry]

Where
as® = a? (19.1)

Further simplification of (19) yields

.. 1

Zy(@®) + ap*Zy(t) = P, [E (cos@ it + cos@,t) — Rycoswt
(20)

Where o, =w+ 6 and ¢, =w—6

Subjecting the system of ordinary differential equation (20)
to a Laplace transform defined as

n =J; (~)estdt 21

In conjunction with the initial conditions defined in (8), gives
the following simple algebraic equation

Zn($) = Fy [2 (sz + ¢, *

S 1
~ Rk s2 4+ wz] (sz + af2> (22)

Thus, to obtain Laplace inversion of (22), we adopt the
following representations

9(s) = [2( 24,2 *

So that the Laplace inversion of Z,,(s) is the convolution of
(22) defined as

)
5%+ @,

S ) 5 ] 22.1
S2 + @,2 ks2 4+ w2 (22.1)

t
£(s) * g(s) = ] £t - wgQu)du

(23)
0
Thus, the Laplace inversion of (22) is given as
1/1 1
Z(©) = By | (5 1 + 5z = Rels ) (22)
ar
Where
t
I, = fsin ar(t —u)cosp u du
0
t
I, = fsin ar(t — u)cospyu du
0
t
I3 = jsin as(t —u)coswu du (23)

0
In view of eq. (10) after evaluating the integrals in (23) one
obtains

P
X
i 2(ap? — 912)(ar? — 922 (ap? — w?)
{(as? — wH)[(af? — 922 (cospst — cosast)
+(ar? — 91*)(cosp,t — Cosaft)] + (o — 1) X

V(ix,t) =
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(ar? — @,? t— t il 24
2 — ,%)(coswt — cosast)} X sin T (24)

Equation (24) represent the transverse displacement of the
non-uniformly prestressed tapered beam with exponentially
varying thickness resting on Vlasov foundation under
variable harmonic moving force.

3.3 Non-uniformly  Prestressed Beam
Traversed by Moving Mass

Tapered

In this section, the solution to the entire equation (18) is
sought when no terms of the coupled differential equation is
neglected. Therefore, the equation is rearranged to take the

form
2

ar 2
. 2¢,cQ, ) +&,c°Q3
Zn(©) + : Zm(©) + 6859 ——7,.(0)
(coswt + 8"01) (coswt + £°Q1)

o

=g [cosOt — R ]
(coswt t&0

In order to further simplify (25), we apply cosine series
expansion defined as

(25)

(o)

n (wt)Zn
coswt = Z(—l) @) (25.1)
n=0 '
For small value of ®, eq. (25.1) becomes
coswt = 1 (25.2)
Therefore, eq. (25) becomes
7o) 425 gy Y e,
m (1 + gle) m (1 + gle) m
=(1+7:Ql)[cost9t—Rk] (25)
o

Evidently, unlike the moving force problem, an exact
analytical solution to (25) is not possible. Though the
equation yields readily to numerical technique, an analytical
approximation method is desirable as a solution so obtained
often-shed light on vital information about the vibrating
system. Thus, we resort to a modification of the asymptotic
method due to Strubble, which is often used in treating
oscillatory system. To this ends, using this method, one seek
the modified frequency of the free system due to the
presence of the effect of moving mass. An equivalent system
operator defined by the modified frequency then replaces
(25). Thus, a parameter <1 is considered for any arbitrary
mass ratio defined by

80
€= ; =€ (1-e)? 26
T+e, & (1-6) (26)
3 e €3 ¢t
e TR TR TR @7)

Clearly, all the various time independent coefficients of the
differential operator, which acts on Z,,(t) in (25) can be
written in terms of € i.e.

NF 1JARP

&, =€ +0(€?) (28)
1
TSOQl = (1—6 Ql) + O(EZ) (29)
Whenever
le@|<1 (29.1)

Substituting egs. (28) and (29) into (25), after some
rearrangement yields

Z(t) + 28,CQ2Zim () + (af® —€ ap?Qy+€E £,62Q3) Z (1)
= P,[cosft — R, ](1-€ Q,) (30)

Setting € = 0, eq. (30) resort to a solution corresponding to
the case in which the inertia effect of the mass system is
regarded as negligible, then the solution of (30) becomes
Zn(t) = Ap(m. t)cos[aft — ﬁf] (31)
Where Ag, a and 9are constants. Since €<1, Strubble's

technique requires that the asymptotic solution to the
homogeneous part of (30) be of the form

Zn(t) = A(m.t)cos[ast — @(m, t)]|+€ Z,(t) + 0(€?)
(32)

Where A(m.t) and @(m, t) are slowly varying function of
time. The variational equations describing the behavior of
A(m.t) and @(m, t) during motion of the system are
obtained by substituting (32) into the homogeneous part of
(32). Thus, we have

[2a,B(m, t) —€ a;2Q,+
€ c2Qs](A(m.t)cos[ast — @(m, 1)])
—[ZA(m. t) + 2 € cQ,A(m. t)](a'fsin[aft —o(m, t)])
+€ af2Z,(t) = 0 (33)

After substituting Q; Q,and Qs into (33) and extracting
those terms, which contribute to the variational equation to ¢
(0), one obtains

20 €a’lL  m?n? e c?
ar (m,t) — 8R,(m, k) - 8R,(m, k) X
(A(m.t)cos[ast — @(m, 1)])

. mk € ¢ )
— [ZA(m. t) — Z =KD R, (m, k) A(m. t)] (afsm[aft
—9o(m)])=0 (34)

However, the variational equations are obtained by setting
the coefficients of sin[ast — @(m, t)] and cos[ast —
@(m, t)] to zero. Thus, after integrating the results, we

obtains respectively
m2m?c?
(L + P )t +C; (35)

Eaf

00 D) = TR )

And
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A(m.t) = A,ednt (36)

mkec
Where o, = m,x‘lo
Therefore, when the effect of the moving mass is considered,
the first approximation to the homogeneous system is given

as

= e% and C, are constants.

Zn(t) = Ayednteos[a,,t — C] (37)
Where
—a |1 € pymmet 38
%m = dr 16R,(m, k) ag? (38)

is called the modified natural frequency representing the
frequency of the system due to the presence of the moving
mass. It is observed that when &€= 0, we recover the
frequency of the moving force problem. Thus, the
homogeneous part of equation (30) can now be written as

Zm(®) + @ *Zn(£) = 0 (39)
Hence, the entire equation (25) takes the form
Zm(@) + a,y%Z,,(t) = P,coswt[cosOt — Ry ] (40)

Eqg. (40) is a prototype of (19). Thus, using the same
procedure as in the previous section, the solution to (40) can
be obtained and on inversion yields

N
2. < x
met 2(am2 - §012)(am2 - q)ZZ)(amZ - wZ)
{(am® — 0)(an® — @2*)(cosp,t — cosant)
+(am® — @1%)(cospat — cosant)] + (am* — ¢1°) X
mmx
(am? — @2 (coswt — cosap,t)} X sinT (41

V(ix,t) =

Equation (41) represent the transverse displacement of the
non-uniformly prestressed tapered beam with exponentially
varying thickness resting on Vlasov foundation under
variable harmonic moving mass.

4. Result and discussion

The transversed displacement of a non-uniform elastic beam
may increase without bound. Thus, one is interested in
resonance condition. Eqs (24) and (41) clearly depicts that
the non-uniformly prestressed tapered beam with
exponentially varying thickness resting on Vlasov foundation
will grow without bound whenever

O =1 = P = W; A =¢1= P = W (€29
From equation (38) we have
Am
16R,(m, k) as?

It can be deduce from egs. (31) and (32) that a,,, < 1

Therefore, for all values of m, that, with the same natural
frequency, the critical speed for the system consisting of a
simply supported non-uniformly prestressed tapered beam
with exponentially varying thickness resting on Vlasov

NF 1JARP

foundation and traversed by moving distributed force with
uniform speed is greater than that of moving distributed mass
problem. Thus, for the same natural frequency of the
Timoshenko beam, resonance is attained earlier in the
moving distributed mass system than in the moving
distributed force system. For the purpose of numerical
analysis of the forgoing problem, the velocity of the moving
load and the length of non-uniform elastic beam are 30m/s
and 15m  respectively. Furthermore, E = 2.02e +
11,¢ = 0.20,1, = 0.0012, a, =0.02, b, =05, p=
2400, M = 1062, L =1, ¢ = 30,w = 0.05. The
deflection profile of a non-uniformly prestressed tapered
beam with exponentially varying thickness traversed by a
moving force is shown in fig (2a) — fig (2c). It is observed
that as the values of the varying parameters are increased, the
response amplitudes decrease. The same effect is shown for
the moving mass model which are shown in fig (3a) - fig
(3c). Figure (4) illustrates the response of the beam for
moving force and moving mass. Clearly, the response
amplitude due to the moving mass is less than that due to
moving force. Thus, the moving force solution is not always
an upper bound for the accurate solution for the beam
problem.
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Fig. (2a): Transverse displacement of the non-uniformly
prestressed tapered beam with exponentially varying
thickness resting on Vlasov foundation and traversed by
moving distributed force for various value of axial force N
and for fixed values of K1(4000) and K2(4000)
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Fig. (2b): Transverse displacement of the non-uniformly
prestressed tapered beam with exponentially varying
thickness resting on Vlasov foundation and traversed by
moving distributed force for various value of foundation
stiffness K1 and for fixed values of N (4000) and K2
(4000)

Volume 1 Issue 5, November 2017

Wwww.ijarp.org




International Journal of Advanced Research and Publications
ISSN: 2456-9992

NF 1JARP

r 2.00E-03 B

1.50E-03

.4

] X=2L/5

+ 5.00E-04

f’ — —X=4l2
D.00E400 et 2 e X=0L/10
5.00E-04 -
1.00E-03 -

b A

Fig. (2c): Transverse displacement of the non-uniformly
prestressed tapered beam with exponentially varying
thickness resting on Vlasov foundation and traversed by
moving distributed force for various value of distance X
and for fixed values of N (4000) and K2 (4000)
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Fig. (3a): Transverse displacement of the non-uniformly
prestressed tapered beam with exponentially varying
thickness resting on Vlasov foundation and traversed by
moving distributed mass for various value of axial force N
and for fixed values of K1(4000) and K2(4000)
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Fig. (3b): Transverse displacement of the non-uniformly
prestressed tapered beam with exponentially varying
thickness resting on Vlasov foundation and traversed by
moving distributed mass for various value of foundation
stiffness K1 and for fixed values of N(4000) and K2(4000)
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Fig. (3c): Transverse displacement of the non-uniformly
prestressed tapered beam with exponentially varying
thickness resting on Vlasov foundation and traversed by
moving distributed force for various value of distance X
and for fixed values of N (4000) and K2 (4000)
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Fig. (4): Comparison of the displacement response of the
moving distributed force and moving distributed mass for
the dynamical problem

5. Conclusion

An analytical solution is presented for the deflection
response of non-uniformly prestressed tapered beam with
exponentially varying thickness resting on Vlasov foundation
under variable harmonic load moving with constant velocity.
The solution technique is based on Galerkin's method and
modification of the asymptotic method. The analysis
exhibited the following features:

The critical speeds of the system increases with an
increase in the values of foundation stiffness, foundation
modulus and exponential factor in the problem of non-
prismatic Bernoulli-Euler beam with exponentially
thickness resting on variable bi-parametric foundation.
As the foundation parameters increased, the transverse
deflection of the beam model decreased.

It shows that inertia effects of a moving load must
considered when heavy loads are involved.

It showing that moving distributed force solution is not
always an upper bound to the solution of a moving
distributed mass problem.

Thus, the risk of resonance was reduced as the value of the
varying parameters increased
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